
ALWAYS DISCONNECT MAINS POWER SUPPLY FROM CONVERTER BEFORE
SWITCHING “ON”  LED LUMINAIRES TO PREVENT HOT PLUGGING ISSUES!
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RECESSED WALL BOX INSTALLATION1

PLACE COVERPLATE INTO FRAME3

FIX FRAME TO WALL OR JUNCTION BOX WITH 2 SCREWS (USE HOLES ON VERTICAL AXIS)2

LUMINAIRES Microscoop

Textured Black 26

Color Code

Anodic Bronze 44

Anodic Brown 45

Textured Black + Gold/brass knurl*Type switch depening on module number 96

Textured White RAL9010 11

Microscoop + Dimmer 31

Microscoop + Cockpit 32

30Microscoop + Select

Family Code

Module 

Luminaires 25

Code

FAMILY

EXAMPLE CODE 253145: Luminaires Microscoop + Dimmer Anodic Brown

MODULE COLOR

2 5 x x x x

Installation Microscoop + Select

Installation Microscoop + Cockpit Installation Microscoop + Dimmer

Speci�cations Safe distance to object  - 0,1m -    

Lamptype LUXEON M 400lm

Power 3,82W (Vf = 10,95V)

Current 350mA - DC

Symbol

Gear Converter not incorporated

IP/class IP20

Application Interior - Wall mounted

Orientability 359° rotating - 359° tilling

Dimmability PWM dimmable

Color temperature 2700K

90CRI

Fitting None

Weight 0.6

Name

Ref

157
6.5

84

35

60-115

-
BLACK
negative

RED
positive

+
max. 350mA DC

BLACK = NEGATIVE

+RED = POSITIVE

ALWAYS DISCONNECT MAINS POWER SUPPLY
FROM CONVERTER BEFORE SWITCHING “ON”  
LED LUMINAIRES TO PREVENT HOT PLUGGING ISSUES

-

Hole dia 68mm

OR

Box with screws

CLICK

MAGNET 
ATTRACTION

Gebruik steeds de Lithoss tool of paperclip voor het verwijderen van de afdekplaat
Always use the Lithoss push pin or paper clip for the removal of the coverplate.
Verwenden Sie immer den Lithoss Push-Pin oder Büroklammer für das entfernen der deckplatte.
Utilisez toujours le Lithoss ‘push pin’ ou trombone pour l’écartement de la plaque de �nition.

BLACK = NEGATIVE

+RED = POSITIVE

- BLACK = NEGATIVE

+RED = POSITIVE

-

4 Push dimmer knob �rmly onto the shaft.

*Repeat step 1 to 3*Repeat step 1 to 3
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Converter not includedTypical connection impulse switch ES61-UC *not included 

L
N

Luminaire

Converter

Converter

+A1-A21 2 5mA
N  L

- +

Eltako ES61-UC

Switch

230V AC
L

N

+ RED = POSITIVE

- BLACK = NEGATIVE

Microscoop + Cockpit (2-way) Microscoop + Dimmer (Universal)

L N

Converter

L N

- +

La1

La1
La
La
La2

La2

TL930541 or similar
(not included)  

Microscoop + Select (push button)

2 
 2

s
1 

 1
s

2 
 2

s
1 

  1
s

Wiring depending on type impulse switch. Please consult device
manual of impulse switch for wiring quidelines.  

1 1sNO
230VACL

L
1

N

N

1

2
3

N L

+ -

Converter

mains dimmable ledconverter TL930512 or similar
(not included)  

2 Button dimm-mode1 Display LED of the dimming principle 3 Rotary axle

For full dimmer settings please refer to TAL Universal dimmer manual


