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QUAD

General Specifications
Article code 750431

Product name QUAD 1 BEAUFORT

TORSION 2700K

Finish housing TEXTURED WHITE

Adjustability tilt No

Adjustability rotation No

Mounting type DOWNLIGHTS

Cut-out 80 x 80 mm

Installation height 75 mm

Weight 0.3 kg

Location Indoor

IP rating 20

LED lifespan @L80B10 50.000 hours

SDCM 3

 

Photometric Specifications
Colour temperature 2700K

CRI 92

Light source CITIZEN

LED output 1 x 758 lm

Luminaire output 1 x 687 lm

Beam angle 36°

Electrical Specifications
Input 180mA DC

Power 1 x 6,22 W

Forward voltage 1 x 34,6 V

Dimmable DEPENDING ON

DRIVER

Driver REMOTE

Energy Efficiency Class E

Electrical class 3

LED Efficiency 122 lm/W

 

Optional Accessories
QUAD BEAUFORT installation frame for plaster

(250790), QUAD Installation box for plaster (750138)
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https://www.tal.be/en/products/quad-beaufort-installation-frame-plaster?v=5774
https://www.tal.be/en/products/quad-beaufort-installation-frame-plaster?v=5774
https://www.tal.be/en/products/quad-installation-box-plaster?v=7444

