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FUNNEL TRIMLESS

General Specifications
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Photometric Specifications

Article code 132927
Product name FUNNEL TRIMLESS
700mA 2700K (excl.
plasterkit)
Finish housing TEXTURED BLACK
Adjustability tilt No
Adjustability rotation No
Mounting type TRIMLESS
Cut-out DIA 111 mm
Installation height 105 mm
Weight 0.3 kg
Location Indoor
IP rating 20
LED lifespan @L80B10 50.000 hours
SDCM 3

Electrical Specifications

Input 700mA DC
Power 1 x 7,84 W
Forward voltage 1 x 11,2V
Dimmable DEPENDING ON
DRIVER
Driver REMOTE
Energy Efficiency Class F
Electrical class 3
LED Efficiency 96 Im/W

Colour temperature 2700K
CRI 90
Light source LUXEON M
LED output 1 x 755 Im
Luminaire output 1 x 617 Im
Beam angle 36°



Obligatory Accessories

Obligatory FUNNEL TRIMLESS
INSTALLATION FRAME
FOR PLASTER (132699)

TAL NV may revise the information at any time, for further information, check our website www.tal.be Version 21/10/2026 02:27


https://www.tal.be/en/products/funnel-trimless-installation-frame-plaster?v=7685
https://www.tal.be/en/products/funnel-trimless-installation-frame-plaster?v=7685
https://www.tal.be/en/products/funnel-trimless-installation-frame-plaster?v=7685

