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MICROSCOOP SURFACE MOUNTED

General Specifications
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Photometric Specifications
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Article code
Product name

Finish housing

Finish focus
Adjustability ftilt
Adjustability rotation
Type de montage
Weight

Location

Indice de protection IP
Durée de vie des LED @
L80B10

SDCM

607013M
MICROSCOOP EVO 36°
350mA 2700K
BRUSHED GOLD ANO
TEXTURED BLACK
359°

359°

CEILING MOUNTED
0.3 kg

Indoor

20

50.000 hours

Electrical Specifications

température de la couleur 2700K
CRI 90
source lumineuse BRIDGELUX 2700K 4,1W
Flux sortant 1 x 476 Im
Luminaire output 1 x 433 Im
angle de faisceau 36°

Optional Accessories

Input

Power

Forward voltage
Dimmable

Driver

Energy Efficiency Class
Electrical class
Efficacité des LED

TAL NV may revise the information at any time, for further information, check our website www.tal.be

350mA DC
1x4,1W
1x11,8V
DEPENDING ON
DRIVER
REMOTE
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MICROSCOOP WALL ADAPTER (407926),
MICROSCOOP WALL ADAPTER (407947)
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https://www.tal.be/fr/products/microscoop-wall-adapter-0?v=6334
https://www.tal.be/fr/products/microscoop-wall-adapter?v=6335

