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MICRO UBO FOCUS

Algemene specificaties

Fotometrische specificaties

Artikelcode
Productnaam

Afwerking

Finish focus
Adjustability ftilt
Adjustability rotation
Mounting type

Gewicht

Locatie

IP rating

LED lifespan @L80B10
SDCM

362645

MICRO UBO FOCUS
350mA 2700K
STAINLESS STEEL
BLACK ANO

No

No

UPLIGHT

0.5 kg

In/Out

67

50.000 hours

3

Elektrische specificaties

Input

Power

Forward voltage
Dimbaar

Driver

Energy Efficiency Class
Elektrische klasse

LED Efficiency

350mA DC
1x382W
1x10,95V
DEPENDING ON
DRIVER
REMOTE

E

3

105 Im/W

Kleurtemperatuur 2700K

CRI 90

Lichtbron LUXEON M
LED output 1 x 400 Im
Luminaire output 1 x 342 Im

Stralingshoek 36°



Obligatory Accessories
Obligatory MICRO UBO
FLOORTUBE WHITE
(369651), MICRO UBO
FLOORTUBE BLACK

(369653)
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https://www.tal.be/nl/products/micro-ubo-floortube-white?v=8374
https://www.tal.be/nl/products/micro-ubo-floortube-white?v=8374
https://www.tal.be/nl/products/micro-ubo-floortube-white?v=8374
https://www.tal.be/nl/products/micro-ubo-floortube-black?v=8375
https://www.tal.be/nl/products/micro-ubo-floortube-black?v=8375
https://www.tal.be/nl/products/micro-ubo-floortube-black?v=8375

