TAL

Technical Data Sheet
E: info@tal.be - W: www.tal.be

MICRO TOMMY 2 RECESSED

Algemene specificaties
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Fotometrische specificaties

Artikelcode 419206
Productnaam MICRO TOMMY 2
TORSION
HALOSPHERE
Afwerking TEXTURED BLACK
Finish upper part TEXTURED BLACK

Kleurtemperatuur 1800-3000K
CRI 90
Lichtbron BRIDGELUX
LED output 2 x 455 Im
Luminaire output 2 x 389 Im
Stralingshoek 40°

Finish focus TEXTURED BLACK
Adjustability tilt 20°
Adjustability rotation 35°
Mounting type DOWNLIGHTS
Cut-out 114 x 52 mm
Installation height 60 mm
Gewicht 0.3 kg
Locatie Indoor
IP rating 20
LED lifespan @L80B10 50.000 hours
SDCM 3

Elektrische specificaties Optional Accessories

Input 250mA DC MICRO TOMMY 2 FRAME FOR PLASTER (419299)
Power 2 x 4,25 W , MICRO TOMMY 2 FRAME + BOX FOR PLASTER
Forward voltage 2 x 17 V (419297)
Dimbaar DEPENDING ON
DRIVER

Driver REMOTE
Energy Efficiency Class E
Elektrische klasse 3

LED Efficiency 115 Im/W
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https://www.tal.be/nl/products/micro-tommy-2-frame-box-plaster?v=6185
https://www.tal.be/nl/products/micro-tommy-2-frame-box-plaster?v=6185

