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FUNNEL SFEROS

Algemene specificaties
Artikelcode 133843

Productnaam FUNNEL SFEROS

TRIMLESS 700mA 24°

2700K

Afwerking BRUSHED GOLD ANO

Adjustability tilt 60°

Adjustability rotation 345°

Mounting type TRIMLESS

Cut-out DIA 140 mm

Installation height 80 mm

Gewicht 0.6 kg

Locatie Indoor

IP rating 20

LED lifespan @L80B10 50.000 hours

SDCM 3

 

Fotometrische specificaties
Kleurtemperatuur 2700K

CRI 90

Lichtbron LUXEON M

LED output 1 x 755 lm

Luminaire output 1 x 617 lm

Stralingshoek 24°

Elektrische specificaties
Input 700mA DC

Power 1 x 7,84 W

Forward voltage 1 x 11,2 V

Dimbaar DEPENDING ON

DRIVER

Driver REMOTE

Energy Efficiency Class F

Elektrische klasse 3

LED Efficiency 96 lm/W

 

Optional Accessories
MIX 6-13W - FUNNEL SFEROS - DOMINO BASIC -

TWIST HONEYCOMB (MX100090), MIX 6-13W

OPAL DISC (MX100091)

https://www.tal.be/nl/products/mix-6-13w-funnel-sferos-domino-basic-twist-honeycomb?v=8368
https://www.tal.be/nl/products/mix-6-13w-funnel-sferos-domino-basic-twist-honeycomb?v=8368
https://www.tal.be/en/products/mix-6-13w-opal-disc?v=8370
https://www.tal.be/en/products/mix-6-13w-opal-disc?v=8370


Obligatory Accessories
Obligatory FUNNEL SFEROS

installation frame for

plaster (701122)
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https://www.tal.be/nl/products/funnel-sferos-installation-frame-plaster?v=8250
https://www.tal.be/nl/products/funnel-sferos-installation-frame-plaster?v=8250
https://www.tal.be/nl/products/funnel-sferos-installation-frame-plaster?v=8250

